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SUMMIT STREET
STA 9+4L.5 TO STA 10+00

¢

[ 3-0" | 5'-0" 3-0" 13'-0'" & VAR 13°-0" & VAR L3-0" | 5'-0" I

INCLUDED IN THE COST O
SUB-BASE GRANULAR MATERIAL TYPE A

— BITUMINOUS BINDER COURSE, SUPERPAVE, 10"

1" LEVELING BINDER, (MACHINE METHOD), SUPERPAVE, NSO
1/, BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIXTURE D. NSO ——PORTLAND CEMENT CONCRETE SIDEWALK, 5"
EXISTING PAVEMENT WITH OVERLAY COMBINATION CONCRETE CURB & GUTTER, TYPE B 6.24
120 SU;E’BE&ng,?,ﬁ&r;‘5M§¢§gFALEV$YAgEATAION * SEE SIDEROAD DETAILS FOR MORE INFORMATION PUGMILLED CA 06 OR CA 10 T0 BE

GEOTECHNICAL REINFORCEMENT

CARSON DRIVE
STA 299+23 TO STA 300+00

1, 5'-0" ,3'-0" 15’-0"" & VAR ! 15'-0"" & VAR 3’-0", 5'-0" U

VAR VAR
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EXISTING PAVEMENT

COMBINATION CONCRETE CURB & GUTTER, TYPE B 6.24
1" LEVELING BINDER, (MACHINE METHOD), SUPERPAVE, N55]—— PUGMILLED CA 06 OR CA 10 TO BE
|y
12" BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIXTURE D, NSO INCLUDED IN THE COST OF PAVEMENT REMOVAL
EXISTING PAVEMENT WITH OVERLAY SUB-BASE GRANULAR MATERIAL TYPE A
TO BE REMOVED AS EARTH EXCAVATION
12" SUB-BASE GRANULAR MATERIAL, TYPE A PORTLAND CEMENT CONCRETE SIDEWALK, 5

GEOTECHNICAL REINFORCEMENT

NOTE:
SURFACE & BINDER COURSES (112 Ib./In./sy)
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TYPICAL SECTIONS




